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32-Bit Floating Point Processor 
PRELIMINARY 


DISTINCTIVE CHARACTERISTICS 


Single VLSI device performs high-speed floating-point 

arithmetic 

— Floating-point addition, subtraction and multiplication 
in a single clock cycle 

— Internal architecture supports sum-of-products, 
Newton-Raphson division 

32-bit, 3-bus flow-through architecture 

— Programmable I/O allows intertace to 32- and 16-bit 
systems a 


The Am29325 is a high- spot tloating- point processor unit. 


It performs 32-bit single sprecision floating-point. addition 
subtraction, and a Operations ina single LS 





precision ficstng: point format is also se capporied: Operations. 
for conversion between 32-bit integer format and floating- 
point format are available, as are. operations for converting 
between the IEEE and/DEC floatin -po 
eration can be performed i 

invalid operation, inexact result, 

flow, and unde rfiew F- monitor 


The Am29325 has a 3- -bus, 
input buses and one output bus 
as i 





umber, over- 
operations. 


ure, with two 





e !EEE and DEC formats 
— Performs conversions between formats 
— Performs integer —» floating point conversions 
Six flags indicate operation status 
Register enables eliminate clock skew». «.» 
Input and output registers can ae mac 
independently 


‘system. All buses are registered, with each register having a 
clock enable. Input and output registers may be made trans- 





: parent independently. Two other I/O configurations, a 32-bit, 





2-bus architecture and a 16-bit, 3-bus architecture, are 
user-selectable, easing interface with a wide variety of sys- 
tems. Thirty-two-bit internal feedforward data paths support 
accumulation operations, including sum-of-products and 
Newton-Raphson division. 


Fabricated with the high-speed IMOX™ bipolar process, the 
Am29325 is powered by a single 5-volt supply. The device is 
housed in a 144-pin pin-grid-array package. 
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RELATED PRODUCTS 


© Am293' 
@ Am29332 — 32-Bit ALU 
e@ Am29331 — 16-Bit Sequencer 


IMOxX is a trademark of Advanced Micro Devices, Inc. 


e Am29334 — 64 x 18 Four-Port Dual-Access 
Register File 





Order # 05621C 


pa 


sceéouly 


q O1DIW padueAPY 


ry 


S2DIAQ 


9961 ‘Aueniqe4 


1 
cLk L>—A— 
SELECT 16 
AND ENABLE 
LINES 


BLOCK DIAGRAM 
Am29325 


Ro—R31 So~ S31 








PORT R PORT S 












STATUS 
FLAG 
GENERATOR 






FLOATING-POINT 
ALU 












PORT F 


STATUS FLAG 
REGISTER 





[_ > ZERO 


|_ > UNDERFLOW 


|_> INEXACT 


|_> INVALID 


[| > OVERFLOW 


05621B-2 


Am29325 








PACKAGE INFORMATION 


PACKAGE PHOTOGRAPHS 




















eae 
oe 
































































































































































































































































































































































































































































































































Top View Lateral View 
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Bottom View Isometric View 
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SORTED BY PIN NUMBER 
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SORTED BY FUNCTIONAL NAME 


Functional Name 


GND, TTL 
GND, TTL 
GND, TTL 


14 














Pin # 
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IEEE/DEC D2 
Inexact Al 
Invalid A2 
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Am29325 PINOUT (Cont) 


SORTED BY PIN NUMBER SORTED BY FUNCTIONAL NAME 


Functional Name 
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Am29325 PINOUT (Cont) 


SORTED BY PIN NUMBER 









Functional Name 

121 Rs 
122 P8 Rg 
123 P9 Ig 
124 P10 S31 
125 P14 So6 
126 P12 So5 
127 P13 Soo 
128 P14 So4 
129 P15 Sig 
130 Ri Roo 
131 R2 Ri7 
132 R3 Rig 
133 R4 Rig 
134 R5 Ri2 
135 R6 R7 
136 R7 Re 
137 R8 Ry 
138 RQ Ro 
139 R10 S30 
140 R11 Sag 
141 R12 Soa 
142 R13 So3 
143 R14 S20 
144 R15 Sig 
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SORTED BY FUNCTIONAL NAME 














Oo 

Functional Name Pin # 
S20 R14 
So4 P14 
Soo P13 
Seog R13 
So4 R12 
So5, P12 
S26 P11 
So7 N11 
Sog N10 
So9 R11 
S30 R10 
S31 P10 
Underflow cs 
Voc, ECL J3 
Voc, ECL G2 
Voc, ECL G3 
Voc, ECL H2 
Voc, ECL N13 
Voc, ECL N12 
Voc, ECL H3 
Voc, ECL H1 
Voc, TTL C8 
Voc, TTL cg 
Zero B3 


GRID ARRAY PIN CONFIGURATION 
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LOGIC SYMBOL 


L~) Ro-Rat Fo-Fay 
7 So-Sa1 NEXACT 
32 oT ck INVALID 
ENR NAN 
ENS OVERFLOW 
ENF UNDERFLOW 
FTo, FT, ZERO 
lo-ls 
1EEE/DEC 
OE 
ONEBUS 
PROJ/AFF 
RNDg, RND, 
$16/32 


ORDERING INFORMATION 
Standard Products 


AMD standard products are available in several packages and operating ranges. The order 


number (Valid Combination) is formed by a combination of: A. Device Number 
B. Speed Option (if applicable) 
C. Package Type 
D. Temperature Range 
E. Optional Processing 


Am29325 


. OPTIONAL PROCESSING 
Blank = Standard processing 


. TEMPERATURE RANGE 
C = Commercial (0 to +70°C) 
15 = Notation For 150ns Performance Restriction 


PACKAGE TYPE (per Prod. Nomenclature/16-038) 
G = 144-Pin Pin Grid Array (CG 144) 








. SPEED OPTION 
Not Applicable 





A. DEVICE NUMBER/DESCRIPTION (include revision letter) 


Valid Combinations 
Valid Combinations Valid Combinations list configurations planned to be 
supported in volume for this device. Consult the local 
Am29325 GC/15 AMD sales office to confirm availability of specific valid 


combinations. 














DEFINITION OF TERMS 


AFFINE MODE 


One of two modes affecting the handling of operations on 
infinities — see the Operations with Infinities section under 
Operation in IEEE Mode below. 


BIASED EXPONENT 


The true exponent of a floating-point number, plus a constant. 
For IEEE floating-point numbers, the constant is 127; for DEC 
floating-point numbers, the constant is 128. See also True 
Exponent. 


BUS 
Data input or output channel for the floating-point processor. 


DEC RESERVED OPERAND 


A DEC floating-point number that is interpreted as a symbol and 
has no numeric value. A DEC reserved operand has a sign of 1 
and a biased exponent of 0. 


DESTINATION FORMAT 


The format of the final result produced by the floating-point ALU. 
The destination format can be IEEE floating-point, DEC floating- 
point or integer. 


FINAL RESULT 
The result produced by the floating-point ALU. 


FRACTION 
The twenty-three least-significant bits of the mantissa. 


INFINITELY PRECISE RESULT 


The result that would be obtained from an operation if both 
exponent range and precision were unbounded. 


INPUT OPERANDS 


The value or values on which an operation is performed. For 
example, the addition 2 + 3 = 5 has input operands 2 and 3. 


MANTISSA 


The portion of a floating-point number containing the number's 
significant bits. For the floating-point number 1.101 x 2-3, the 
mantissa is 1.101. 


NAN (Not-a-Number) 


An IEEE floating-point number that is interpreted as a symbol, 
and has no numeric value. A NAN has a biased exponent of 
25549 and a non-zero fraction. 


PORT 
Data input or output channel for the floating-point ALU. 


PROJECTIVE MODE 


One of two modes affecting the handling of operations on 
infinities — see the Operations with Infinities section under 
Operation in IEEE Mode below. 


ROUNDED RESULT 


The result produced by rounding the infinitely precise result to fit 
the destination format. 


TRUE EXPONENT (or Exponent) 


Number representing the power of two by which a floating-point 
number's mantissa is to be multiplied. For the floating-point 
number 1.101 x 2-3, the true exponent is —3. 
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PIN DESCRIPTION 


Ro-Ra1 


So-S31 


Fo-S31 


CLK 
ENR 


ENS 





ENF 


lola 





IEEE/DEC 


INEXACT 


R operand bus, input. Ro is the least- 
significant bit. 


S operand bus, input. So is the least- 
significant bit. 


F operand bus, output. Fo is the least- 
significant bit. 


Clock input for the internal registers. 


Register R_clock enable, input. Active Low 
—When ENR is LOW, register R is clocked 
on the LOW-to-HIGH transition of CLK. When 
ENR is HIGH, register R retains the previous 
contents. 


Register S clock enable, input. Active Low 
—When ENS is LOW, register S is clocked on 
the LOW-to-HIGH transition of CLK. When 
ENS is HIGH, register S retains the previous 
contents. 


Register F clock enable, input. Active Low 
—When ENF is LOW, register F is clocked on 
the LOW-to-HIGH transition of CLK. When 
ENF is HIGH, register F retains the previous 
contents. 


Input register feedthrough control, input. Ac- 
tive High—When FTp is HIGH, registers R 
and S are transparent. 


Output register feedthrough control, input. Ac- 
tive High—When FT, is HIGH, register F and 
the status flag register are transparent. 


Operation select lines, inputs. Used to select 
the operation to be performed by the ALU. 
See the ALU Operation Select Table for a 
list of operations and the corresponding 
codes. 


ALU §S port input select, input. A LOW on I3 
selects register S as the input to the ALU S 
port. A HIGH on lg selects register F as the 
input to the ALU S port. 


Register R input select, input. A LOW on I4 
selects Ro-R31 as the input to register R. A 
HIGH selects the ALU F port as the input to 
register R. 


IEEE/DEC mode select, input. When IEEE/ 
DEC is HIGH, IEEE mode is selected. When 
IEEE/DEC is LOW, DEC mode is selected. 


Inexact result flag, output. Active High—A 
HIGH indicates that the final result of the last 
operation was not infinitely precise, due to 
rounding. 








INVALID 


NAN 


ONEBUS 


OVERFLOW 


PROJ/AFF 


RNDp, RND, 


$16/32 


UNDERFLOW 


ZERO 


Invalid operation flag, output. Active High—A 
HIGH indicates that the last operation per- 
formed was invalid, e.g., ~ times 0. 


Not-a-number flag, output. Active High—A 
HIGH indicates that the final result produced 
by the last operation is not to be interpreted 
as a number. The output in such cases is ei- 
ther an IEEE Not-a-Number (NAN) or a DEC 
reserved operand. 


Output enable, input. Active Low—When OE 
is LOW, the contents of register F are placed 
on Fo-F31. When OE is HIGH, Fo-F31 
assume a high-impedance state. 


Input bus configuration control, input. A LOW 
on ONEBUS configures the input bus circuitry 
for two-input bus operation. A HIGH on 
ONEBUS configures the input bus circuitry for 
single-input bus operation. 


Overflow flag, output. Active High—A HIGH 
indicates that the last operation produced a 
final result that overflowed the floating-point 
format. 


Projective/affine mode select, input. Choice of 
projective or affine mode determines the way 
in which infinities are handled in IEEE mode. 
A LOW on PROJ/AFF selects affine mode; a 
HIGH selects projective mode. 


Rounding mode selects, inputs. RNDg and 
RND, select one of four rounding modes. See 
the Rounding Mode Select Table for a list of 
rounding modes and the corresponding con- 
trol codes. 


Sixteen- or thirty-two bit /O mode select, 
input. A LOW on $16/32 selects the thirty- 
two-bit I/O mode; a HIGH selects the 
sixteen-bit I/O mode. In thirty-two-bit mode, 
inputs and output buses are 32 bits wide. In 
sixteen-bit mode, input and output buses are 
sixteen bits wide, with the least and most sig- 
nificant portions of the thirty-two bit input and 
output words being placed on the buses 
during the HIGH and LOW portions of CLK, 
respectively. 


Underflow flag, output. Active High—A HIGH 
indicates that the last operation produced a 
rounded result that underflowed the floating- 
point format. 


Zero flag, output. Active High—A HIGH indi- 
cates that the last operation produced a final 
result of zero. 





























ARCHITECTURE 


The Am29325 comprises a high-speed, floating-point ALU, a 
status flag generator, and a 32-bit data path. 


Floating-Point ALU 


The floating-point ALU performs 32-bit floating-point operations. 
It also performs floating-point-to-integer conversions, integer- 
to-floating-point conversions, and conversions between the 
IEEE and DEC floating-point formats. The ALU has two 32-bit 
input ports, R and S, and a 32-bit output port, F. 


Conceptually, the process performed by the ALU can be divided 
into three stages — see Figure 1. The operation stage performs 
the arithmetic operation selected by the user; the output of this 
section is referred to as the infinitely precise result of the opera- 
tion. The rounding stage rounds the infinitely precise result to fit in 
the destination format; the output of this stage is called the 
rounded result. The last stage checks for exceptional conditions. 
If no exceptional condition is found, the rounded result is passed 
through this stage. If some exceptional condition is found, e.g., 
overflow, underflow, or an invalid operation, this section may 
replace the rounded result with another output, such as +=, —~, 
a NAN, or a DEC reserved operand. The output of this last stage 
appears on port F, and is called the final result. 


The ALU performs one of eight operations; the operation to be 
performed is selected by placing the appropriate control code on 
lines Ig —12. The ALU Operation Select Table gives the control 
codes corresponding to each of the eight operations. 


The floating-point addition operation (R PLUS S) adds the 
floating-point numbers on ports R and S, and _places the 
floating-point result on port F. In IEEE mode (IEEE/DEC = HIGH) 
the addition is performed in IEEE floating-point format; in DEC 
mode (IEEE/DEC = LOW) the addition is performed in DEC 
format. 


The floating-point subtraction operation (R MINUS S) subtracts 
the floating-point number on port S from the floating-point 
number on port R and places the floating-point result on port F. In 
IEEE mode (IEEE/DEC = HIGH) the subtraction is performed in 
IEEE floating-point format; in DEC mode (IEEE/DEC = LOW) the 
subtraction is performed in DEC format. 


The floating-point multiplication operation (R TIMES S) multiplies 


the floating-point numbers on ports R and S, and places the 
floating-point result on port F. In IEEE mode (IEEE/DEC = HIGH) 
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Figure 1. Conceptual Model of the Process Performed by 
the Floating-Point ALU 
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the multiplication is performed in IEEE floating-point format; in 
DEC mode (IEEE/DEC = LOW) the multiplication is performed in 
DEC format. 


The floating-point constant subtraction (2 MINUS S) operation 
subtracts the floating-point value on port S from 2, and places the 
result on port F. The operand on port R is not used in this 
operation; its value will not affect the operation in any way. In 
IEEE mode (IEEE/DEC = HIGH) the operation is performed in 
IEEE floating-point format; in DEC mode (IEEE/DEC = LOW) the 
operation is performed in DEC format. This operation is used to 
support Newton-Raphson floating-point division; a description of 
its use appears in Appendix C. 


The integer-to-floating-point conversion (INT-TO-FP) operation 
takes a 32-bit, two’s complement integer on port R and places the 
equivalent floating-point value on port F. The operand on port Sis 
not used in this operation; its value will not affect the operation in 
any way. In IEEE mode (IEEE/DEC = HIGH) the result is de- 
livered in IEEE format; in DEC mode (IEEE/DEC = LOW) 
the result is delivered in DEC format. 
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ALU OPERATION SELECT TABLE 
Operation 


Output Equation 


















Floating-point addition 
(R PLUS S) 


Floating-point subtraction 
(R MINUS S) 
Floating-point multiplication 
(R TIMES S) 


Floating-point constant 
subtraction (2 MINUS S) 
Integer-to-floating-point 
conversion (INT-TO-FP) 
Floating-point-to-integer 
conversion (FP-TO-INT) 





F (floating-point) = R (integer) 








F (integer) = R (floating-point) 














(IEEE-TO-DEC) 








(DEC-TO-IEEE) 


The floating-point-to integer conversion (FP-TO-INT) operation 
takes a floating-point number on port R and places the equivalent 
32-bit, two’s complement integer value on port F. The operand on 
port S is not used in this operation; its value will not affect the 
operation in any way. In IEEE mode (IEEE/DEC = HIGH) the 
operand on port R is interpreted using the IEEE floating-point 
format; in DEC mode (IEEE/DEC = LOW) it is interpreted using 
the DEC floating-point format. 


The IEEE-to-DEC conversion operation (IEEE-TO-DEC) takes 
an IEEE-format floating-point number on port R and places the 
equivalent DEC-format floating-point number on port F. The 
operand on port S is not used in this operation; its value will not 
affect the operation in any way. The operation can be performed 
in either IEEE mode (IEEE/DEC = HIGH) or DEC mode (IEEE/ 
DEC = LOW). 


The DEC-to-IEEE conversion operation (DEC-TO-IEEE) takes 
a DEC-format floating-point number on port R and places the 
equivalent IEEE-format floating-point number on port F. The 
operand on port S is not used in this operation; its value will not 
affect the operation in any way. The operation can be performed 
in either IEEE mode (IEEE/DEC = HIGH) or DEC mode (IEEE/ 
DEC = LOW). 


Status Flag Generator 


The status flag generator controls the state of six flags that report 
the status of floating-point ALU operations. The flags indicate 
when an operation is invalid (e.g., infinity times zero) or when an 
operation has produced an overflow, an underflow, a non- 
numerical result (e.g., a NAN or DEC reserved operand), an 
inexact result, or a result of zero. The flags represent the status of 
the most-recently-performed operation. Flag status is stored in 
the flag status register on the LOW-to-HIGH transition of CLK. 
When the output register feedthrough control FT, is HIGH, the 
flag status register is made transparent. 


Data Path 


The 32-bit data path consists of the R and S input buses, the F 
output bus, data registers R, S, and F, the register R input multi- 
plexer, and the ALU port S input multiplexer. 


IEEE-TO-DEC format conversion 


DEC-TO-IEEE format conversion |F (IEEE format) = R (DEC format) 


F (DEC format) = R (IEEE format) 









Input operands enter the floating-point processor through the 
32-bit R and S input buses, Ro—Rgi and So—S31. Results 
of operations appear on the 32-bit F bus, Fo—F31. The F 
bus assumes a high-impedance state when output enable 
OE is HIGH. 


The R and S registers store input operands; the F register stores 
the final result of the floating-point ALU operation. Each register 
has an independent clock enable (ENR, ENS and ENF). When a 
register’s clock enable is LOW, the register stores the data on its 
input at the LOW-to-HIGH transition of CLK; when the clock 
enable is HIGH, the register retains its current data. All data 
registers are fully edge-triggered — both the input data and the 
register enable need only meet modest setup and hold time 
requirements. Registers R and S can be made transparent by 
setting FTo, the input register feedthrough control, HIGH. Regis- 
ter F can be made transparent by setting FT4, the output register 
feedthrough control, HIGH. 


The register R input multiplexer selects either the R input bus or 
the floating-point ALU’s F port as the input to register R. Selection 
is controlled by 14 — a LOW selects the R input bus; a HIGH 
selects the ALU F port. The ALU port S input multiplexer selects 
either register S or register F as the input to the floating-point 
ALU’s S port. Selection is controlled by 13 — a LOW selects 
register S; a HIGH selects register F. 


Data selected by I3 and Iq is described in the Mux Select Tables. 
When registers R and S are transparent (FT9 = HIGH) multi- 
plexer select l4 must be kept LOW, so that the register R input 
multiplexer selects Ro—Rg1. When register F is transparent (FT4 
= HIGH) multiplexer select 1g must be kept LOW, so that the ALU 
port S input multiplexer selects register S. 


MUX SELECT TABLES 








Ig Data selected for floating-point ALU S port 
0 Register S 
1 Register F 





Data selected for register R input 





R bus 
Floating-point ALU port F 











1 











/O MODES 


The Am29325 data path can be configured in one of three I/O 
modes: a 32-bit, two-input-bus mode; a 32-bit, single-input-bus 
mode; and a 16-bit, two-input-bus mode. These modes affect 
only the manner in which data is delivered to and taken from the 
Am29325; operation of the floating-point ALU is not altered. The 
/O mode is selected with the ONEBUS and S16/32 controls. The 
/O Mode Selection Table lists the control codes needed to 
invoke each I/O mode. 


1/O MODE SELECTION TABLE 





S16/32 ONEBUS /O Mode 
0 32-bit, two-input-bus mode 
32-bit, single-input-bus mode(+) 


0 
1 16-bit, two-input-bus mode(+) 
1 Illegal 1/O mode selection value 





(+)F To must be held LOW in this mode (see text). 


32-Bit, Two-Input-Bus Mode 






In this /O mode, the R and S buses are configured as indepen- 
dent 32-bit input buses, and the F bus is configured as a 32-bit 
output bus. Figure 2 is a functional block diagram of the Am29325 
in this /O mode. 
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Rand S operands are taken from their respective input buses and 
clocked into the R and S registers on the LOW-to-HIGH transition 
of CLK. Register F is also clocked on the LOW-to-HIGH transition 
of CLK. Figure 5(a.) depicts typical I/O timing in this mode. 


32-Bit, Single-Input-Bus Mode 


In this I/O mode, the R and S buses are connected to a single 
32-bit multiplexed input data bus; the F bus is configured as an 
independent 32-bit output bus. Figure 3 is a functional block 
diagram of the Am29325 in this I/O mode. Note that both the R 
and S bus lines must be wired to the input bus. 


Rand S operands are multiplexed onto the input bus by the host 
system. The S operand is clocked from the input bus into a 
temporary holding register on the HIGH-to-LOW transition of 
CLK and is transferred to register S on the LOW-to-HIGH transi- 
tion of CLK. The R operand is clocked from the input bus into 
register R on the LOW-to-HIGH transition of CLK. Register F is 
clocked on the LOW-to-HIGH transition of CLK. Figure 5(b.) 
depicts typical I/O timing in this mode. 


When placed in this I/O mode, the data path will not function 
properly if the R and S registers are made transparent. Therefore 
input register feedthrough control FTg must be held LOW in this 
mode. 
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Figure 2. Functional Block Diagram for the 32-Bit, Two-Input-Bus Mode 
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Figure 3. Functional Block Diagram for the 32-Bit, Single-Input-Bus Mode 


32 





R/S BUS 





1 

ONEBUS (= HIGH) (>—4—+— 
1 

$16/32 (= LOW) [>—4A—}— 











1 





oe C> 








FLOATING-POINT 








Ss 











Am29325 














05621A-5 





16-Bit, Two-Input-Bus Mode 


In this /O mode, the R and S buses are configured as indepen- 
dent 16-bit input buses, and the F bus is configured as a 16-bit 
output bus. Figure 4 is a functional block diagram of the Am29325 
in this I/O mode. Note that the 16 LSBs and 16 MSBs of the R, S 
and F buses must be wired to their respective system buses in 
parallel. 


Thirty-two-bit operands are passed along the 16-bit data buses 
by time-multiplexing the 16 LSBs and 16 MSBs of each 32-bit 
word. For the R input bus, the host system multiplexes the 16 
LSBs and 16 MSBs of the R operand onto the 16-bit R bus. The 16 
LSBs of the R operand are stored in a temporary holding register 
on the HIGH-to-LOW transition of CLK. The 16 MSBs are clocked 
into register R on the LOW-to-HIGH transition of CLK; at the 
same time, the 16 LSBs are transferred from the temporary 
holding register to register R. Transfer of data from the S input bus 
to the S register takes place in a similar fashion. Register F is 
clocked on the LOW-to-HIGH transition of CLK. Circuitry internal 
to the Am29325 multiplexes data from register F onto the 16-bit 
output bus by enabling the 16 LSBs of the F output bus when CLK 
is HIGH, and enabling the 16 MSBs of the F output bus when CLK 
is LOW. Figure 5(c.) depicts typical I/O timing in this mode. 


When placed in this I/O mode, the data path will not function 
properly if the R and S registers are made transparent. Therefore 
input register feedthrough control FTg must be held LOW in this 
mode. Caution must also be taken in controlling the register R 
input multiplexer control line, 14, in this I/O mode. l4 should be 
changed only when CLK is HIGH, in addition to meeting the setup 
and hold time requirements given in the Switching Characteris- 
tics section. 


OPERATION IN IEEE MODE 


When input signal IEEE/DEC is HIGH, the IEEE mode of opera- 
tion is selected. In this mode the Am29325 uses the floating-point 
format set forth in the IEEE Proposed Standard for Binary 
Floating-Point Arithmetic, P754. In addition, the IEEE mode 
complies with most other aspects of single-precision floating- 
point operation outlined in the proposed standard — differences 
are discussed in Appendix A. 


IEEE Floating-Point Format 


The IEEE single-precision floating-point word is thirty-two bits 
wide, and is arranged in the format shown in Figure 6. The 
floating-point word is divided into three fields: a single-bit sign, 
an eight-bit biased exponent, and a 23-bit fraction. 


The sign bit indicates the sign of the floating-point number's 
value. Non-negative values have a sign of 0; negative values, a 
sign of 1. The value zero may have either sign. 


The biased exponent is an eight-bit unsigned integer field repre- 
senting a multiplicative factor of some power of two. The bias 
value is 127. If, for example, the multiplicative factor for a 
floating-point number is to be 24, the value of the biased expo- 
nent would be a+ 127; a is called the true exponent. 


The fraction is a 23-bit unsigned fractional field containing the 23 
least-significant bits of the floating-point number's 24-bit man- 
tissa. The weight of fraction’s most significant bit is 2—1; the 
weight of the least-significant bit is 2-23. 
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Figure 4. Functional Block Diagram for the 16-Bit, Two-Input-Bus Mode 


ONEBUS (=LOW) 


$16/32 (=HIGH) 








A floating-point number is evaluated or interpreted per the fol- 
lowing conventions: 


let s = sign bit 
e = biased exponent 
f = fraction 


ife = Oandf = 0... value = (—1)§*(0) (+0, —0) 
ife = O andf +0... value = denormalized number 


if 0< e < 255.. value = (—1)5*(2@—127).«(1 fy 
(normalized number) 


if e = 255 andf = 0 .. value = (—1)S*(x) (+x, —x) 
ife = 255 andf +0... value = not-a-number (NAN) 


Zero — The value zero can have either a positive or negative sign. 
Rules for determining the sign of a zero produced by an operation 
are given in the Sign Bit section on page 12. 


Denormalized Number — A denormalized number represents a 
quantity with magnitude less than 2~ 126 but greater than zero. 


05621B-6 


Normalized Number — A normalized number represents a 
quantity with magnitude greater than or equal to 2~ 126 but less 
than 2128, 


Example 1: 


The number +3.5 can be represented in floating-point format 
as follows: 


+3.5 = 11.19 x 20 
= 1.119 x 2! 


sign = 0 


biased exponent = 149+12719 = 12819 
= 100000002 


fraction = 110000000000000000000002 
(the leading 1 is implied in the format) 


Concatenating these fields produces the floating-point word 
4060000046. 
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Figure 5. Typical Bus Timing for the I/O Modes, with FTg = LOW, FT, = LOW 


m™ XXXXXXXXKK se XK 

™ XXXKXXXXXXK eX KX 

ws WW 
a ss 


a) 32-Bit, Two-Input-Bus Mode 
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Figure 6. IEEE Mode Single-Precision Floating-Point Format 


SIGN 
BIT (S) 
-—— 
31 


BIASED 
EXPONENT (E) 


BIT NUMBER: 





30029 


FRACTION (F) 






VALUE = (—1)S (2E-127) (1.F) 
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Example 2: 


The number — 11.375 can be represented in floating-point for- 
mat as follows: 


11.375 = —1011.0119 x 20 
= —1,0110119 x 23 


sign = 1 


Not-a-Number — Anot-a-number, or NAN, does not representa 
numeric value, but is interpreted as a signal or symbol. NANs are 
used to indicate invalid operations, and as a means of passing 
process status information through a series of calculations. NANs 
arise in two ways: they can be generated by the Am29325 to 
indicate that an invalid operation has taken place (e.g., infinity 
times zero), or they can be provided by the user as an input 


operand. There are two types of NANs: signalling and quiet. 
These NANs have the formats shown in Figure 7. 


I 


biased exponent = 349+12749 = 13010 
100000105 


fraction = 011011000000000000000002 

(the leading 1 is implied in the format) 
Concatenating these fields produces the floating-point word 
C136000046. 


Infinity — Infinity can have either a positive or negative sign. The 
way in which infinities are interpreted is determined by the state of 


the projective/affine mode select, PROJ/AFF. 


Figure 7. Signalling and Quiet NAN Formats 


IEEE Mode Integer Format 


Integer numbers are represented as 32-bit, two's complement 
words; Figure 8 depicts the integer format. The integer word can 
represent a range of integer values from —231 to 231-1. 





SIGN BIASED 
BIT EXPONENT 
S————— 00.0 aS. _— 
31 30 29 28 27 26 25 24 23 22 21 20 19 18 17 16 15 14 13 12 11 10 9 8 7 6 5 4 3 24 oO 


SIGNALLING NAN Px ]s 14°44 4 41 





FRACTION 


30 29 28 27 26 25 24 23 22 21 20 19 18 17 16 15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 O 


31 
aver [Po] 


X = DON'T CARE 


a ee 
AT LEAST ONE OF THE 
TWENTY-TWO LSBs OF A QUIET NAN 
MUST BE 1 





05621A-9 
Figure 8. Thirty-Two-Bit Integer Format 
BIT NUMBER: 31 30 29 28 #270 260 «25 24 8 7 6 5 4 3 2 1 0 
—231 230 229 928 927 926 925 924 eee 28 27 26 25 24 23 92 21 20 
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OPERATIONS 


All eight floating-point ALU operations discussed in the Func- 
tional Description section above can be performed in IEEE mode. 
Various exceptional aspects of the R PLUS S, R MINUS S, R 
TIMES S, 2 MINUS S, INT-TO-FP, and FP-TO-INT operations 
for this mode are described below. The IEEE-TO-DEC and 
DEC-TO-IEEE operations are discussed separately in the 
IEEE-TO-DEC and DEC-TO-IEEE Operations section on 
page 23. 


Operations with NANs — NANs arise in two ways: they can be 
generated by the Am29325 to indicate that an invalid operation 
has taken place (e.g., infinity times zero), or they can be provided 
by the user as an input operand. There are two types of 
NANs: signalling and quiet. These NANs have the formats 
shown in Figure 7. 


Signalling NANs set the invalid operation flag when they appear 
as an input operand to an operation. They are useful for indicating 
uninitialized variables, or for implementing user-designed exten- 
sions to the operations provided. The ALU never produces a 
signalling NAN as the final result of an operation. 


Quiet NANs are generated for invalid operations. When they 
appear as an input operand, they are passed through most oper- 
ations without setting the invalid flag, the floating-point-to- 
integer conversion operation being the exception. 


The sign of any input operand NAN is ignored. All quiet NANs 
produced as the final result of an operation have a sign of 0. 


When a NAN appears as an input operand, the final result of the 
operation is a quiet NAN that is created by taking the input NAN 
and forcing bit 22 LOW and bit 21 HIGH. If an operation has two 
NANs as input operands, the resulting quiet NAN is created using 
the NAN on the R port. 


When a quiet NAN is produced as the final result of an invalid 
operation whose input operand or operands are not NANs, the 
resulting NAN will always have the value 7FA000004¢. 


The NAN flag will be HIGH whenever an operation produces a 
NAN as a final result. 


Example 1: 


Suppose the floating-point addition operation is performed 
with the following input operands: 


R port: 3F8000004¢ (1.0+2°) 

S port: 7—C123454¢ (signalling NAN) 

Result: The signalling NAN on the S port is converted to 
a quiet NAN by forcing bit 22 LOW and bit 21 HIGH. 
The operation’s final result will be 7FA123454. Since 
one of the two input operands is a signalling NAN, 
the invalid flag will be HIGH; the NAN flag will also 
be HIGH. 


Example 2: 
Suppose the floating-point multiplication operation is per- 
formed with the following input operands: 
R port: FFF1111146 (signalling NAN) 
S port: 7FC2222246 (quiet NAN) 


Result: Since both input operands are NANs, the NAN on the . 


R port is chosen for output. In addition to forcing bit 22 
LOW, the sign bit (bit 31) is set LOW (bit 21 is already 
HIGH, and need not be changed). The operation’s final 
result will be 7—B111114g. Since one of the two input 
operands is a signalling NAN, the invalid flag is HIGH; 
the NAN flag will also be HIGH. 





Example 3: 


Suppose the floating-point subtraction operation is performed 
with the following input operands: 


R port: FF8000014¢ (quiet NAN) 
S port: 7F8000004¢ (+) 


Result: To create the final result, the quiet NANs sign bit (bit 
31) is forced LOW and bit 21 is forced HIGH (bit 22 is 
already LOW, and need not be changed). The final 
result will be 7—FA000014¢. The NAN flag will be HIGH. 


Operations with Denormalized Numbers — The proposed 
IEEE standard incorporates denormalized numbers to allow a 
means of gradual underflow for operations that produce non-zero 
results too small to be expressed as a normalized floating-point 
number. The Am29325 does not support gradual underflow. If a 
floating-point operation produces a non-zero rounded result that 
is not large enough to be expressed as a normalized floating- 
point number, the final result will be a zero of the same sign; the 
inexact, underflow, and zero flags will be HIGH. If an input 
operand is a denormalized number, the floating-point ALU will 
assume that operand to be a zero of the same sign. 


Operations Producing Overflows — If an operation has a finite 
input operand or operands, and if the operation produces a 
rounded result that is too large to fit in the destination format, that 
operation is said to have overflowed. 


A floating-point overflow occurs if an R PLUS S, R MINUS S, R 
TIMES S, or 2 MINUS S operation with finite input operand(s) 
produces a result which, after rounding, has a magnitude greater 
than or equal to 2128, Positive or negative infinity will appear as 
the final result if the rounded result is positive or negative, respec- 
tively, and the overflow and inexact flags will be HIGH. 


Integer overflow occurs when the floating-point-to-integer con- 
version operation attempts to convert a number which, after 
rounding, is greater than 231 —1 or less than —29". The final 
result will be quiet NAN 7FAQ0000,¢, and the invalid operation 
and NAN flags will be HIGH. Note that the overflow and inexact 
flags remain LOW for integer overflow. 


Operations Producing Underflows — If an operation produces 
a floating-point rounded result having a magnitude too small to be 
expressed as a normalized floating-point number, but greater 
than zero, that operation is said to have underflowed. Underflow 
occurs when an R PLUS S, R MINUS S, or R TIMES S operation 
produces a result which, after rounding, has a magnitude in the 
range: 
0 < magnitude < 2~ 126, 


In such cases, the final result will be +0 (0000000046) if the 
rounded result is non-negative, and —O (80000000j¢) if the 
rounded result is negative. The underflow, inexact, and zero flags 
will be HIGH. 


Underflow does not occur if the destination formatis integer. If the 
infinitely precise result of a floating-point-to-integer conversion 
has a magnitude greater than 0 and less than 1 but the rounded 
result is 0, the underflow flag remains LOW. 


Operations with Infinities — In most cases, positive and nega- 
tive infinity are valid input arguments for the R PLUS S, R MINUS 
S, RTIMES S, and 2 MINUS S operations. Those cases for which 
infinities are not valid inputs for these operations are listed in the 
IEEE Mode Invalid Operations Table (see next page). 


Infinities in IEEE mode can be handled either as projective or 
affine. The projective mode is selected when PROJ/AFF is HIGH; 














the affine mode is selected when PROJ/AFF is LOW. The only 
differences between the modes that are relevant to Am29325 
operation occur during the addition and subtraction of infinities: 


Affine 
Mode 


Output +2. 


Operation 


Projective Mode 


Output 7FA000004¢ (quiet NAN), 
set invalid and NAN flags 


Output 7FA0000046 (quiet NAN), 
set invalid and NAN flags 


Output 7FA000004¢ (quiet NAN), 
set invalid and NAN flags 


Output 7FA000004¢ (quiet NAN), 
set invalid and NAN flags 





(+2)+ (+2) 





(-—%)+(—2) Output —= 





(4+2)—(—=) Output +2 








(-2)=(+) 


Output —= 


Ifan R PLUS S, R MINUS §, R TIMES S, or 2MINUSS operation 
has infinity as an input operand or operands, the final result, if 
valid, is presumed to be exact. For example, adding += and 2.0 
will produce a final result of +=; since the result is considered 
exact, the inexact flag remains LOW. 


Invalid Operations — If an input operandis invalid for the opera- 
tion to be performed, that operation is considered invalid. When 
an invalid operation is performed, the floating-point ALU pro- 
duces a quiet NAN as the final result, and the invalid operation 
flag goes HIGH. The IEEE Mode Invalid Operations Table lists 
the cases for which the invalid flag is HIGH in IEEE mode, and the 
final results produced for these operations. 


IEEE MODE INVALID OPERATIONS TABLE 
Input Operand 


Operation 
RPLUS S 


Final Result 


7FA0000046 
(quiet NAN) 


7FA000004, 
(quiet NAN) 


7FA0000016 
(quiet NAN) 


7FA0000016 7 



















(+2) + (==) 
or (—%) + (+2) 








R PLUS S (+2) + (+00) 


or (—%) + (—s) (Note 1) 
(+2) — (+2) 
or (—») ~ (-%) 
















R MINUS S 














































R MINUS S (+20) — (—2«) 
or (—s) ~ (+22) (Note 1) (quiet NAN) | 
R TIMES S (+0) « (+2) 
or (+0) « (—2) 7FA0000046 


or (—0) + (+2) 
or (—0) + (—») 


(quiet NAN) 









R PLUS S 
R MINUS S 
R TIMES S 


2 MINUS S 
FP-TO-INT 
FP-TO-INT 





R or S is a signalling NAN 






(Note 2) 





























S is a signalling NAN (Note 2) 


(Note 2) 


7FA0000016 
(quiet NAN) 


Notes: 1. These cases are invalid in projective mode only. 


2. Results for these operations are described in the Operations 
with NANs section. 









R is a signalling or quiet NAN 


R> 231-4 
or R < — (231) 










The Sign Bit 


For most floating-point operations, the sign bit of the final result is 
unambiguous, i.e., there is only one sign bit value that yields a 
numerically correct result. Operations that produce an infinitely 


precise result of zero, however, present a problem, as the IEEE 
floating-point format allows for representation of both +0 and 
—0. The following rules can be used to determine the signs of 
zero produced in such cases: 


R PLUS S — The operations +x + (—x) and —x + (+x) produce a 
final result of zero; the sign of the zero is dependent on the 
rounding mode: 


Rounding Mode Sign of Final Result 


Round to nearest 





Round toward —= 





Round toward += 





Round toward 0 





The operation +0 + (+0) produces a final result of +0; the 
operation —O + (—0) produces a final result of —0. 


R MINUS S — The operations +x — (+x) and —x — (x) produce 
a final result of zero; the sign of the zero is dependent on the 
rounding mode: 


Rounding Mode 


Sign of Result 








Round to nearest 
L Round toward —x 


Round toward +x 














Round toward 0 





The operation +0 — (—0) produces a final result of +0; the 
operation —0 — (+0) produces a final result of —0. 


R TIMES S — The sign of any multiplication result other than a 
NAN is the exclusive-OR of the signs of the input operands. 
Therefore, if x is non-negative, 


+0 times +x produces a final result of +0, 
+0 times —x produces a final result of —0, 
—0 times +x produces a final result of —0, 
—0 times —x produces a final result of +0. 


2 MINUS S — If S equals 2, the final result is —O for the round 
toward —< mode, and +0 for all other rounding modes. 


Rounding 


Rounding is performed whenever an operation produces an infi- 
nitely precise result that cannot be represented exactly in the 
destination format. For example, suppose a floating-point opera- 
tion produces the infinitely precise result 


1.10101010101010101010101\01 x 23. 


In this example, the fraction portion of the mantissa has twenty- 
five bits; the IEEE floating-point format can accommodate only 
twenty-three. The backslash (\) in the mantissa represents the 
boundary between the first twenty-three bits of the fraction and 
any remaining bits. Rounding is the process by which this result is 
approximated by a representation that fits the destination format. 
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There are four rounding modes in IEEE mode: round to nearest, 
round toward +, round toward —~, and round toward 0. The 
rounding mode is chosen using the rounding mode select lines, 
RNDg and RND,. The Rounding Mode Select Table lists the 
select states needed to obtain the desired rounding mode. 


ROUNDING MODE SELECT TABLE 


RND, RNDo 


Rounding Mode 








Round to nearest 





Round toward -~= 





Round toward + 





Round toward 0 





Round to Nearest — In this rounding mode the infinitely precise 
result of an operation is rounded to the closest representation that 
fits in the destination format. If the infinitely precise result is 
exactly halfway between two representations, it is rounded to the 
representation having an LSB of zero. Rounding is performed 
both for floating-point and integer destination formats. 
Figure 9 illustrates four examples of the round to nearest process 
for operations having a floating-point destination format. The 
infinitely precise result of an operation is represented by an X on 
the number line; the black dots on the number line indicate 
those values that can be represented exactly in the floating-point 
format. 
Example 1: 

In Figure 9(a), the infinitely precise result of an operation is: 


220+2-4+2-5 = 1.00000000000000000000000\11 x 220, 


The result is rounded to the closest representable floating-point 
value, 


220+2-3 = 1.00000000000000000000001 x 220. 


Example 2: 
In Figure 9(b), the infinitely precise result of an operation is: 
220—2-44.2-8 = 4.141111111111111111111111\0001 x 219, 


This result is rounded to the closest representable floating-point 
value, 


220—2-4 = 4.441114191111111111111111 x 219, 


Example 3: 
In Figure 9(c), the infinitely precise result of an operation is: 


—(22042-3+2-4) 
= —1.00000000000000000000001\1 x 220. 


This result is exactly halfway between two representable 
floating-point values. Accordingly, it is rounded to the closest 
representation with an LSB of zero, or 


—(220+2+2-3) = —1.00000000000000000000010 x 220. 


Example 4: 
In Figure 9(d), the infinitely precise result of an operation is: 
220+43+2-3 = 1,00000000000000000000011 x 220. 


This result can be represented exactly in the floating-point 
format, and is left unaltered by the rounding process. 


Figure 9. Floating-Point Rounding Examples for Round to Nearest Mode 


~(220 ~ 3+ 2-4) 
~(220 — 2-4) 


I 
~(220 — 2+ 2-4) 


| | 
~(220 4 3+ 273) | = (220 + 2-3) | 
—(220 + 2+ 2-3) ~ (220) 


ROUND TO 220 + 2-3 


| | | 
220 9+ 2-4 220 4 2-3 220 4.3°9-3 
220 2204 2+2-3 
ROUND TO 220 — 2-4 220 + 2-44 2-5 


ei 


ROUND TO —(220 + 2-3) 


—(220 + 2-3 + 274) 


NO CHANGE 
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Figure 10 illustrates four examples of the round to nearest 
process for operations having an integer destination format. The 
infinitely precise result of an operation is represented by an X on 
the number line; the black dots on the number line indicate those 
values that can be represented exactly in the integer format. 


Example 1: 
In Figure 10(a), the infinitely precise result of an operation is: 
210—2-2 = 00...001111111111.11. 


The result is rounded to the closest representable integer value, 
210 = 00...010000000000. 


Example 2: 

In Figure 10(b), the infinitely precise result of an operation is: 
210+20+2-3 = 00...010000000001.001. 

This result is rounded to the closest representable integer value, 


210420 = 00...010000000001. 
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Example 3: 
In Figure 10(c), the infinitely precise result of an operation is: 
— (2104+ 2042-1) = 11...101111111110.1. 
This result is exactly halfway between two representable integer 


values. Accordingly, it is rounded to the closest representation 
with an LSB of zero, or 


— (2104220) = 11...101111111110. 


Example 4: 
In Figure 10(d), the infinitely precise result of an operation is: 
210+3+20 = 00...010000000011. 


This result can be represented exactly in the integer format, and 
is left unaltered by the rounding process. 


Figure 10. Integer Rounding Examples for Round to Nearest Mode 


—(2104 3) — -(210 4 2) -(210 +. 4) —(210) —(210 - 1) 


ROUND TO 210 


20044 21042 20043 


200 _ 4 ( 210 
210 _ 9-2 


ROUND TO 210 + 4 


e+ 2 2 


ROUND TO ~(210 + 2) 


—(210 + 20 + 2-1) 


210 + 204 2-3 


NO CHANGE 


210 4 3+ 20 
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Round Toward — — In this rounding mode the result of an 
operation is rounded to the closest representation that is less than 
or equal to the infinitely precise result, and which fits the destina- 
tion format. Rounding is performed both for floating-point and 
integer destination formats. 


Figure 11 illustrates four examples of the round toward —~ pro- 
cess for operations having a floating-point destination format. 
The infinitely precise result of an operation is represented by an X 
on the number line; the black dots on the number line indicate 
those values that can be represented exactly in the floating-point 
format. 


Example 1: 
In Figure 11(a), the infinitely precise result of an operation is: 


2204+2-4+2-5 = 1.00000000000000000000000\11 x 220. 


This result cannot be represented exactly in floating-point 
format, and is rounded to the next-smaller floating-point repre- 
sentation: 


220 = 1.00000000000000000000000 x 220. 


Example 2: 
In Figure 11(b), the infinitely precise result of an operation is: 
220-2-442-8 = 1.11111111111111111111111\0001 x 219. 


This result cannot be represented exactly in floating-point for- 
mat, and is rounded to the next-smaller floating-point rep- 
resentation: 


220—2-4 = 4.414111111111111411111111 x 219, 


Example 3: 
In Figure 11(c), the infinitely precise result of an operation is: 
—(2204+2-3+42-4) 
= —1.00000000000000000000001M1 x 220. 


This result cannot be represented exactly in floating-point 
format, and is rounded to the next-smaller floating-point 
representation: 


—(2204+2+2-3) = —1.00000000000000000000010 x 220, 


Example 4: 
In Figure 11(d), the infinitely precise result of an operation is: 
220+3+2-3 = 1.00000000000000000000011 x 220. 


This result can be represented exactly in the floating-point 
format, and is left unaltered by the rounding process. 


Figure 11. Floating-Point Rounding Examples for Round Toward — © Mode 





(220 - 3+ 2-4) 220 _ 9-4 


= ROUND TO 220 
—(220 — 2-4) 220 g+2-4 


I ! 
—(220 + 3° 2-3) | —(220 + 2-3) | —(220 — 2° 2-4) 0) 220_2+2-4 220 + 2-3 
—(220 + 2* 2-3) — (220) a) 220 220 42° 2-3 
2204 2-44 2-5 


ROUND TO 220 — 2-4 


gg tg neg et gg ee 


0) 
ROUND TO —(220 + 2° 2-3) b) 


ae 6 eee 2 eee 


0 


2204 3° 2-3 


220 — 2-44 2-8 


—(220 + 2-3 + 2-4) NO CHANGE 
c) 
0 
220 4 3+ 2-3 
d) 
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Figure 12 illustrates four examples of the round toward —~ pro- This result is rounded to the next-smaller representable integer 
cess for operations having an integer destination format. The value, 

infinitely precise result of an operation is represented by an X on 2104.20 = 400000 1 

the number line; the black dots on the number line indicate those meee 00001. 










values that can be exactly represented in the integer format. Example 3: 

Example 1: In Figure 12(c), the infinitely precise result of an operation is: 
In Figure 12(a), the infinitely precise result of an operation is: —(210+204+2-1) = 11...101111111110.1. 
2102-2 = 00,..001111111111.11. This result is rounded to the next-smaller representable integer 






’ lue: 
The result is rounded to the next-smaller representable integer = 
value; (21042420) = 11...101111111110. 
210-20 = 00...001111111111. Example 4: 






In Figure 12(d), the infinitely precise result of an operation is: 
210+3*20 = 00...010000000011. 


In Figure 12(b), the infinitely precise result of an operation is: This result can be represented exactly in the integer format, and 
210+20+2-3 = 00...010000000001.001. is unaltered by the rounding process. 






Example 2: 

















Figure 12. Integer Rounding Examples for Round Toward — © Mode 





ROUND TO 210 - 4 


a re ee ar EE (Sa ee 


I ! 
(210+ 3) — -(219 + 2) - (210 +. 4) — (210) —(210 — 1) 0 2004 C 210 21044 21042 21043 


210 _ 2-2 





ROUND TO 210 + 4 
3 
ROUND TO —(210 + 2) b) 210+ 2042 


ea Ce eee a eae ee ee 


—(210 + 20 + 2-1) 





c) NO CHANGE 


10 +90 
d) 29+ 3° 2! 
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Round Toward +c — In this rounding mode the result of an This result cannot be represented exactly in floating-point 
operation is rounded to the closest representation that is greater format, and is rounded to the next-larger floating-point repre- 
than or equal to the infinitely precise result, and which fits the sentation: 

destination format. Rounding is performed both for floating-point 220 = 1.00000000000000000000000 x 220. 

and integer destination formats. 


Figure 13 illustrates four examples of the round toward + 
process for operations having a floating-point destination Example 3: 
format. The infinitely precise result of an operation is represented 


In Figure 13(c), the infinitely precise result of an operation is: 
by an X on the number line; the black dots on the number line 7 (c) HP i 


indicate those values that can be represented exactly in the — (22042-3+2-4) 

floating-point format. = —1.00000000000000000000001\1 x 220. 

Example 1: This result cannot be represented exactly in floating-point 
format, and is rounded to the next-larger floating-point repre- 


In Figure 13(a), the infinitely precise result of an operation is: 
220+2-4+2-5 = 1.00000000000000000000000\11 x 220. 


This result cannot be represented exactly in floating-point 
format, and is rounded to the next-larger floating-point repre- 


sentation: 
—(2204+2-3) = —1,00000000000000000000001 x 220. 


sentation: Example 4: 
220+2-3 = 1.00000000000000000000001 x 220, In Figure 13(d), the infinitely precise result of an operation is: 
Example 2: 220+3«2-3 = 1.00000000000000000000011 x 220. 


In Figure 13(b), the infinitely precise result of an operation is: This result can be represented exactly in the floating-point for- 
220—2-442-8 = 1.11111111111111111111111\0001 x 219. mat — no rounding takes place. 





Figure 13. Floating-Point Rounding Examples for Round Toward + ° Mode 
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Figure 14 illustrates four examples of the round toward +2 pro- 
cess for operations having an integer destination format. The 
infinitely precise result of an operation is represented by an X on 
the number line; the black dots on the number line indicate those 
values that can be exactly represented in the integer format. 


Example 1: 
In Figure 14(a), the infinitely precise result of an operation is: 
2102-2 = 00...001111111111.11. 


The result is rounded to the next-larger representable integer 
value, 


210 = 00...010000000000. 

Example 2: 
In Figure 14(b), the infinitely precise result of an operation is: 
2104+.20+2-3 = 00...010000000001.001. 


This result is rounded to the next-larger representable integer 
value, 


2104220 = 00...010000000010. 

Example 3: 
In Figure 14(c), the infinitely precise result of an operation is: 
—(21042042-1) = 11...101111111110.1 


This result is rounded to the next-larger representable integer 
value: 


—(210+420) = 11...1011111111110. 

Example 4: 
In Figure 14(d), the infinitely precise result of an operation is: 
210+3+20 = 00...010000000011. 


This result can be represented exactly in the integer format — no 
rounding takes place. 








Figure 14. Integer Rounding Examples for Round Toward + © Mode 
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Round Toward 0 — In this rounding mode the result of an Example 2: 
operation is rounded to the closest representation whose mag- 
nitude is less than or equal to the infinitely precise result, and 
which fits the destination format. Rounding is performed both for 220—2-44-2-8 = 4.44111111111111111111111\001 x 219. 

floating-point and integer destination formats. This result cannot be represented exactly in floating-point 


In Figure 15(b), the infinitely precise result of an operation is: 


Figure 15 illustrates four examples of the round toward 0 process format, and is rounded to: 
for operations having a floating-point destination format. The 220—2-4 = 4.1111191111149111111111111 x 219. 
infinitely precise result of an operation is represented by an X on 


the number line; the black dots on the number line indicate those _ Exanpls = a ' a 
values that can be represented exactly in the floating-point In Figure 15(c), the infinitely precise result of an operation is: 
format. —(2204+2-3+42-4) 


= —1.00000000000000000000001\1 x 220, 


This result cannot be represented exactly in floating-point 
format, and is rounded to: 


—(220+2-3) = —1.00000000000000000000001 x 220. 
Example 4: 


Example 1: 
In Figure 15(a), the infinitely precise result of an operation is: 


220+2-4+2-5 = 1.00000000000000000000000\11 x 220. ; fad . Fests 
In Figure 15(d), the infinitely precise result of an operation is: 


This result cannot be represented exactly in floating-point 220+3+*2-3 = 1.00000000000000000000011 x 220. 
format, and is rounded to: This result can be represented exactly in the floating-point 
220 = 1.00000000000000000000000 x 220. format, and is unaffected by the rounding process. 





Figure 15. Floating-Point Rounding Examples for Round Toward 0 Mode 
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Figure 16 illustrates four examples of the round toward 0 process 
for operations having an integer destination format. The infinitely 
precise result of an operation is represented by an X on the 
number line; the black dots on the number line indicate those 
values that can be exactly represented in the integer format. 
Example 1: 

In Figure 16(a), the infinitely precise result of an operation is: 

210—2-2 = 00...001111111111.11. 

The result is rounded to: 


210-20 = 00...001111111111. 


Example 2: 
In Figure 16(b), the infinitely precise result of an operation is: 
210+20+2-3 = 00...010000000001.001. 
The result is rounded to: 
210+20 = 00...010000000001. 


Example 3: 
In Figure 16(c), the infinitely precise result of an operation is: 
—(210+204+2-1) = 11...101111111110.1. 
This result is rounded to: 
—(210+20) = 11...101111111111. 

Example 4: 
In Figure 16(d), the infinitely precise result of an operation is: 
210+ 3+20 = 00...010000000011. 


This result can be represented exactly in the integer format, and 
is unaffected by the rounding process. 


Am29325 


Flag Operation 


The Am29325 generates six status flags to monitor floating-point 
processor operation. The following is a summary of flag conven- 
tions in IEEE mode: 


Invalid Operation Flag - The invalid operation flag is HIGH 
when an input operand is invalid for the operation to be per 
formed. The IEEE Mode Invalid Operations Table lists the 
cases for which the invalid operation flag is HIGH in IEEE mode, 
and the corresponding final result. In cases where the invalid 
operation flag is HIGH, the overflow, underflow, zero, and inex- 
act flags are LOW; the NAN flag will be HIGH. 


Overflow Flag — The overflow flag is HIGH if an R PLUS S, 
R MINUS S, R TIMES S, or 2 MINUS S operation with finite in- 
put operand(s) produces a result which, after rounding, has a 
magnitude greater than or equal to 2128. The final result will be 
+x or —x. 


Underflow Flag — The underflow flag is HIGH if an R PLUS S, R 
MINUS S, or R TIMES S operation produces a result which, after 
rounding, has a magnitude in the range: 


0 < magnitude < 2-126, 


The final result will be +0 (0000000046) if the rounded result is 
non-negative, and -0O (8000000046) if the rounded result is 
negative. 


Inexact Flag — The inexact flag is HIGH if the final result of an R 
PLUS S, R MINUS §S, R TIMES S, 2 MINUS S, INT-TO-FP, or 
FP-TO-INT operation is not equal to the infinitely precise result. 
Note that if the underflow or overflow flag is HIGH, the inexact flag 
will also be HIGH. 





Figure 16. Integer Rounding Examples for Round Toward 0 Mode 
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Zero Flag — The zero flag is HIGH if the final result of an 
operation is zero. For operations producing an IEEE floating- 
point number, the flag accompanies outputs +0 (0000000046) 
and —0 (800000004¢). For operations producing an integer, the 
flag accompanies the output 0 (00000000}g). 


NAN Flag — The NAN flag is HIGH if an R PLUS S, RMINUSS, R 
TIMES S, 2 MINUS S, or FP-TO-INT operation produces a NAN 
as a final result. 


OPERATION IN DEC MODE 


When input signal |EEE/DEC is LOW, the DEC mode of operation 
is selected. In this mode the Am29325 uses the single-precision 
floating-point format (floating F) set forth in Digital Equipment 
Corporation’s VAX Architecture Manual. In addition, the DEC 
mode complies with most other aspects of single-precision 
floating-point operation outlined in the manual — differences are 
discussed in Appendix B. 


DEC Floating-Point Format 


The DEC single-precision floating-point word is thirty-two bits 
wide, and is arranged in the format shown in Figure 17. The 
floating-point word is divided into three fields: a single-bit sign, 
an eight-bit biased exponent, and a 23-bit fraction. 


The sign bit indicates the sign of the floating-point number's 
value. Non-negative values have a sign of 0, negative values a 
sign of 1. 

The biased exponent is an eight-bit unsigned integer field repre- 
senting a multiplicative factor of some power of two. The bias 
value is 128. If, for example, the multiplicative factor for a 
floating-point number is to be 24, the value of the biased expo- 
nent would be a+ 128; a is called the true exponent. 


The fraction is a 23-bit unsigned fractional field containing the 23 
least-significant bits of the floating-point number's 24-bit man- 
tissa. The weight of this field's most significant bit is 2-2; the 
weight of the least-significant bit is 2-24. 
A floating-point number is evaluated or interpreted per the fol- 
lowing conventions: 
let s = sign bit 
e= biased exponent 
f = fraction 
ife = Oands=0...value = 0 
ife = 0 ands = 1... value = DEC reserved operand 


if 0 <e < 255.. value = (—1)S*(2e—128)«(.1f) 
(normalized number) 


Zero — The value zero always has a sign of zero. 


DEC Reserved Operand — A DEC reserved operand does not 
represent a numeric value, but is interpreted as a signal or sym- 
bol. DEC reserved operands are used to indicate invalid opera- 
tions and operations whose results have overflowed the destina- 
tion format. They may also be used to pass symbolic information 
from one calculation to another. 


Normalized Number — A normalized number represents a 
quantity with magnitude greater than or equal to 2-128 but less 
than 2127, 

Example 1: 


The number +3.5 can be represented in floating-point format as 
follows: 


+3.5 = 11.19 x 20 
= 1119 x 22 


sign = 0 


biased exponent = 249 + 12819 = 13019 
100000102 


fraction = 110000000000000000000002 
(the leading 1 is implied in the format) 


Concatenating these fields produces the floating-point word 
4160000046. 


Example 2: 


The number —11.375 can be represented in floating-point 
format as follows: 


=11.375 = -1011.0119 x 20 
= -.10110119 x 24 


sign = 1 


biased exponent = 449 + 12819 = 13210 
= 100001002 


fraction = 011011000000000000000002 
(the leading 1 is implied in the format) 


Concatenating these fields produces the floating-point word 
C236000046. 


DEC Mode Integer Format 


DEC mode integer format is identical to that of the IEEE mode. 
Integer numbers are represented as 32-bit, two's complement 
words; Figure 8 depicts the integer format. The integer word can 
represent a range of integer values from —2°” to 2 1, 


Operations 


All eight floating-point ALU operations discussed in the Gen- 
eral Description section can be performed in DEC mode. 





Figure 17. DEC-Mode Floating-Point Format 
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Various exceptional aspects of the R PLUS S, R MINUS S, R 
TIMES S, 2 MINUS S, INT-TO-FP, and FP-TO-INT operations 
for this mode are described below. The IEEE-TO-DEC and 
DEC-TO-IEEE operations are discussed separately in the IEEE- 
TO-DEC and DEC-TO-IEEE Operations section. 


Operations with DEC Reserved Operands — DEC reserved 
Operands arise in two ways: they can be generated by the 
Am29325 to indicate that an invalid operation or floating-point 
overflow has taken place, or they can be provided by the user as 
an input operand. 


When a DEC reserved operand appears as an input operand, the 
final result of the operation is the same DEC reserved operand. If 
an operation has two DEC reserved operands as inputs, the DEC 
reserved operand on the R port becomes the final result. 


The NAN flag will be HIGH whenever an operation produces a 
DEC reserved operand as a final result. 


Example 1: 


Suppose the floating-point addition operation is performed with 
the following input operands: 

R port: 408000004, (0.1*21) 

S port: 8001234546 (DEC reserved operand) 

This operation produces the DEC reserved operand on 
the S port, 800123454g, as the final result. The NAN flag 
will be HIGH. 


Example 2: 


Result: 


Suppose the floating-point multiplication operation is performed 
with the following input operands: 


8076543216 (DEC reserved operand) 
8000000146 (DEC reserved operand) 
Since both input operands are DEC reserved operands, 


the operand on the R port, 8076543246, is the final 
result of the operation. The NAN flag will be HIGH. 


R port: 
S port: 


Result: 


Operations Producing Overflows — If an operation produces a 
rounded result that is too large to fit in the destination format, that 
operation is said to have overflowed. 


A floating-point overflow occurs if a R PLUS S, R MINUS S, R 
TIMES S, or 2 MINUS S operation with finite input operand(s) 
produces a result which, after rounding, has a magnitude greater 
than or equal to 2127. The final result in such cases will be DEC 
reserved operand 8000000046; the overflow, inexact, and NAN 
flags will be HIGH. 


Integer overflow occurs when the “floating-point-to-integer” con- 
version operation attempts to convert to integer a floating-point 
number which, after rounding, is greater than 2°' —1 or less 
than —2°". The final result in such cases will be DEC reserved 
operand 800000004; the invalid operation flag will be HIGH. 
Note that the overflow and inexact flags remain LOW for integer 
overflow. 


Operations Producing Underflows — If an operation produces 
a floating-point result which, after rounding, has a magnitude 
too small to be expressed as a normalized floating-point num- 
ber, but greater than zero, that operation is said to have under- 
flowed. Underflow occurs when an R PLUS S, R MINUS §S, or R 
TIMES S operation produces a result which, after rounding, 
has magnitude: 


0 < magnitude < 2-128, 


The final result in such cases will be 0 (000000004¢). The under- 
flow, inexact, and zero flags will be HIGH. 


Underflow does not occur if the destination formatis integer. If the 
infinitely precise result of a floating-point-to-integer conversion 
has a magnitude greater than 0 and less than 1, but the rounded 
result is 0, the underflow flag remains LOW. 


Invalid Operations — If an input operand is invalid for the opera- 
tion to be performed, that operation is considered invalid. In DEC 
mode, there are only two invalid operations: 


— Performing a floating-point-to-integer conversion on a value 
too large to be expressed as a 32-bit integer. In this case the 
final result will be DEC reserved operand 8000000046, and the 
invalid operation and NAN flags will be HIGH. 

— Performing a floating-point-to-integer conversion on a DEC 
reserved operand. In this case the final result will be the input 
DEC reserved operand, and the invalid operation and NAN 
flags will be HIGH. 


Sign Bit 


For all operations producing a DEC floating-point result, the sign 
bit of the final result is unambiguous, i.e., there is only one sign bit 
value that yields a numerically correct result. 


Rounding 


There are four rounding modes for DEC operation: round to 
nearest, round toward +, round toward —~, and round toward 0. 
The round toward +=, round toward —x, and round toward 0 
modes are performed in a manner identical to that for IEEE 
operation; refer to the Rounding section under Operation in 
IEEE Mode on page 12. The round to nearest mode is similar to 
that for IEEE operation, but differs in one respect: for the case in 
which the infinitely-precise result of an operation is exactly 
halfway between two representable values, DEC round to 
nearest mode rounds to the value with the larger magnitude, 
rather than to the value whose LSB is 0. 


Flag Operation 


The Am29325 generates six status flags to monitor floating-point 
processor operation. The following is a summary of flag operation 
in DEC mode: 


Invalid Operation Flag — The invalid operation flag is HIGH if the 
FP-TO-INT operation is performed on a floating-point number too 
large to be converted to an integer, or on a DEC reserved 
operand. If the FP-TO-INT operation is performed on a floating- 
point number too large to be converted to integer, the final result is 
the DEC reserved operand 800000004. If the FP-TO-INT oper- 
ation is performed on a DEC reserved operand, that operand 
becomes the final result. 


Overflow Flag — The overflow flag is HIGH if an R PLUS S, R 
MINUS §S, R TIMES §, or 2 MINUS S operation produces a result 
which, after rounding, has a magnitude greater than or equal to 
2127. The final result will be the DEC reserved operand 
8000000046. 
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Underflow Flag — The underflow flag is HIGH if an R PLUS S, R 
MINUS S, or R TIMES S operation produces a result which, after 
rounding, has a magnitude in the range: 


0 < magnitude < 2-128, 
The final result will be 0 (0000000046) in such cases. 


Inexact Flag — The inexact flag is HIGH if the final result of an R 
PLUS S, R MINUS §S, R TIMES S, 2 MINUS S, INT-TO-FP, or 
FP-TO-INT operation is not equal to the infinitely precise result. 
Note that if the underflow or overflow flag is HIGH, the inexact flag 
will also be HIGH. 


Zero Flag — The zero flag is HIGH if the final result of an 
operation is zero. For operations producing an integer or a DEC 
floating-point number, the flag accompanies the output 0 
(00000000}g). (It should be noted that any operation producing a 
floating-point 0 in DEC mode will output 000000004¢.) 


NAN Flag — The NAN flag is HIGH ifan RPLUS S, RMINUS S, R 
TIMES S, 2 MINUS S, or FP-TO-INT operation produces a DEC 
reserved operand as the final result. 


IEEE-TO-DEC AND DEC-TO-IEEE OPERATIONS 


The IEEE-TO-DEC and DEC-TO-IEEE operations are used to 
convert floating-point numbers between the IEEE and DEC for- 
mats. Both operations work in a manner independent of the 
IEEE/DEC mode control. 


IEEE-TO-DEC Conversion 


This operation converts an IEEE floating-point number to DEC 
floating-point format. Most conversions are exact; in no case 
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does the round mode have any effect on the final result. There 
are, however, a few exceptional cases: 


a.) If the IEEE floating-point input has a magnitude greater than 
or equal to 2127, it is too large to be represented by a DEC 
floating-point number. The final result will be the DEC re- 
served operand 8000000046; the overflow, inexact, and NAN 
flags will be HIGH. 

b.) Jf the IEEE floating-point input is a NAN, the final result will be 
the DEC reserved operand 80000000}g; the invalid and NAN 
flags will be HIGH. 

c.) If the IEEE floating-point input is a denormalized number, 
the final result will be a DEC 0 (000000004g); the zero flag 
will be HIGH. 

d.) If the IEEE floating-point input is +0 or —0, the final result will 
be a DEC 0 (0000000046); the zero flag will be HIGH. 


DEC-TO-IEEE Conversion 


This operation converts a DEC floating-point number to IEEE 
floating-point format. Most conversions are exact; in no case 
does the round mode have any effect on the final result. There 
are, however, a few exceptional cases: 


a.) If the DEC floating-point input is not 0, but has a magnitude 
less than 2-126, it is too small to be expressed as a nor- 
malized IEEE floating-point number. The final result will be an 
IEEE floating-point 0 having the same sign as the input 
(0000000034¢ for positive inputs and 800000004¢ for negative 
inputs); the underflow, inexact, and zero flags will be HIGH. 


b.) Ifthe DEC floating-point input is a DEC reserved operand, tho 
final result will be quiet NAN 7FA00000}4g¢; the invalid opera- 
tion and NAN flags will be HIGH. 

c.) Ifthe DEC floating-point input is 0, the final result will be IEEE 


floating-point +0 (0000000046); the zero flag will be HIGH. 
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APPENDIX A: 


Differences Between the IEEE Proposed Standard for Binary 
Floating-Point Arithmetic and the Am29325’s IEEE Mode 


When operated in IEEE mode, the Am29325 High-speed 
Floating-Point Processor complies with the single-precision por- 
tion of the IEEE Proposed Standard for Binary Floating-Point 
Arithmetic (P754, draft 10.0) in most respects. There are, how- 
ever, several differences: 


Denormalized Numbers 


The Am29325 does not handle denormalized numbers. A de- 
normalized input will be converted to a zero of the same sign 
before the specified operation takes place. The operation pro- 
ceeds in exactly the same manner as if the input were +0 or —0, 
producing the same numerical result and flags. 


If the result of an operation, after rounding, has a magni- 
tude smaller than 2— 126, the result is replaced by a zero of the 
same sign. 


Representation of Overflows 


In some rounding modes, the proposed IEEE standard requires 
that overflows be represented as the format’s most positive or 
most negative finite number. In particular: 


— Whenrounding toward 0, all overflows should produce a result 
of the largest representable finite number with the sign of the 
intermediate result. 

— When rounding toward —~, all positive overflows should pro- 
duce a result of the largest representable positive finite 
number. 


— When rounding toward +~, all negative overflows should 
produce a result of the largest representable negative finite 
number. 


The Am29325, however, always represents positive overflows as 
+2 and negative overflows as —~, regardless of rounding mode. 


Projective Mode 


The proposed IEEE standard provides only for an affine mode to 
control the handling of infinities. The Am29325 provides both 
affine and projective modes; the desired mode can be selected by 
the user. 


Traps 


The proposed IEEE standard stipulates that the user be able to 
request a trap on any exception. The Am2935 does not support 
trapped operation, and behaves as if traps are disabled. 


Resetting of Flags 


The proposed IEEE standard states that once an exception flag 
has been set, itis reset only at the user's request. The Am29325's 
flags, however, reflect the status of the most recent operation. 


Generation of the Underflow Flag 


The proposed IEEE standard suggests several possible criteria 
for determining if underflow occurs. These criteria generate 
underflow flags that differ in subtle ways. The underflow criteria 
chosen for the Am29325 stipulate that underflow occurs if: 


a) the rounded result of an operation has a magnitude in the 
‘range: 


0 < magnitude < 2~126, 
and 
b) the final result is not equal to the infinitely precise result. 


Since the Am29325 never produces a denormalized number as 
the final result of a calculation, condition (b) is true whenever (a) is 
true. Note, then, that the operation of the Am29325’s underflow 
flag is somewhat different than that of an “IEEE standard” system 
using the same underflow criteria. For example, if an operation 
should produce an infinitely precise result that is exactly 2~ 127, 
an “IEEE standard” system would produce that value as the final 
result, expressed as a denormalized number. Since that system’s 
final result is exact, the underflow flag would remain LOW. The 
Am29325, on the other hand, would output zero; since its final 
result is not exact, the underflow flag would be HIGH. 
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APPENDIX B: 


Differences Between DEC VAX and Am29325 DEC Mode 


Operation in DEC mode complies with most aspects of single- 
precision floating-point operation outlined in the Digital Equip- 
ment Corporation’s VAX Architecture Manual. However, there 
are some differences that should be noted: 


Format 


The Am29325's DEC format is: 


sign — bit 31 
exponent -— bits 30-23 
mantissa — 22-0 
The VAX format is: 
sign — bit 15 
exponent — 14-7 
mantissa — bits 6—0, bits 31-16. 


In both cases, fields are listed from MSB to LSB, with bit 31 the 
MSB of the 32-bit word. The Am29325’s DEC format can be 
converted to VAX format by swapping the 16 LSBs and 16 MSBs 
of the 32-bit word. 


Flags vs. Exceptions 


In DEC VAX operation, certain unusual conditions arising during 
system operation may incur an exception, or an indication to the 
operating system that special handling is needed. 


The VAX recognizes a number of arithmetic exceptions. The 
following exceptions are relevant to the operations supported by 
the Am29325: 


Integer overflow trap — indicates that the last operation 
produced an integer overflow. The LSBs of the correct result 
are stored in the destination operand. 


Floating-point overflow trap/fault — indicates that the last 
operation produced, after normalization and rounding, a 
floating-point number with magnitude greater than or equal 
to 2127. A trap replaces the destination operand with the 
DEC reserved operand 80000000}g; a fault leaves the de- 
stination operand unchanged. 


Floating-point underflow trap/fault — indicates that the last 
operation produced, after normalization and rounding, a 
floating-point number with magnitude less than 2~ 128, A 
trap replaces the destination operand with zero; a fault 
leaves the destination operand unchanged. 


Reserved operand fault — indicates that the last operation 
had a reserved operand as an input. The destination 
operand is unchanged. 


The Am29325 does not directly support DEC traps and faults. 
Rather, it indicates unusual conditions by setting one or more of 
the six status flags HIGH. Table d2 describes flag operation in 
DEC mode. 


Integer Overflow 


In cases of integer overflow, the VAX signals the integer overflow 
trap and stores the LSBs of the correct result. The Am29325 sets 
the invalid operation flag and outputs the DEC reserved operand 
8000000046, 


Floating-Point Underflow/Overflow Operation 


The VAX Architecture Manual specifies the action to be taken on 
the destination operand when floating-point underflow or over- 
flow is encountered. The Am29325 has no immediate control 
over this destination operand, as it resides somewhere off-chip, 
either in a register or memory location. This isn’t so much a 
difference between the VAX specification and Am29325 opera- 
tion as it is a difference in scope. 


The Am29325 responds to floating-point underflow by producing 
a final result of 0 (00000000 4g); the underflow, inexact, and zero 
flags will be HIGH. It responds to floating-point overflow by pro- 
ducing the DEC reserved operand 80000000j¢ as the final result; 
the overflow, inexact, and NAN flags will be HIGH. 


Handling of DEC Reserved Operands 


If an operation has a DEC reserved operand as an input, the 
Am29325 will produce that operand as the final result. If an 
operation has two input arguments and both are DEC reserved 
operands, the operand on port R becomes the final result. For the 
VAX, operations with a DEC reserved operand input or inputs do 
not modify the destination operand. As mentioned above, control 
of the destination operand is beyond the scope of the Am29325's 
operation. 


Inexact Flag 


The Am29325 provides an inexact flag to indicate that the final 
result produced by an operation is not equal to the infinitely 
precise result. The VAX does not provide this flag. 
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APPENDIX C: 
Performing Floating-Point Division on the Am29325 


While the Am29325 does not have a floating-point division in- 
struction, it can be used to evaluate reciprocals. The division: 
C=AB 
can then be performed by evaluating: 
C = Ax(1/B). 
Only a modest amount of external hardware is needed to imple- 
ment the reciprocal function. 


The technique for calculating reciprocals is based on the 
Newton-Raphson method for obtaining the roots of an equation. 
The roots of equation: 
F(x) = 0 
can be found by iteratively evaluating the equation 
Xi41 = Xi — FOX)/F"(X)). 

The process begins by making a guess as to the value of xj, and 
using this guess or “seed” value to perform the first iteration. 
Iterations are continued until the root is evaluated to the desired 
accuracy. The number of iterations needed to achieve a given 


accuracy depends both on the accuracy of the seed value and the 
nature of F(x). 


Now consider the equation 
F(x) = (1/x) — B. 


The root of F(x) is 1/B. The reciprocal of B, then, can be found by 
using the Newton-Raphson method to find the root of F(x). The 
iterative equation for finding the root is 


Xin =X — FORE (Xi) 
xj — (1x) — BY—(i)~? 
xj (2—Bexj). 
It can be shown that, in order for this iterative equation to con- 
verge, the seed value x9 must fall in the range 
O0<x9<2/B ifB>0 

or 2B<x9<0 ifB<0O. 
For example, if the reciprocal of 3 is to be evaluated, the seed 
value must be between 0 and 2/3. 


The error of x; reduces quadratically; that is, if the error of xj is e, 
the error is reduced to order e2 by the next iteration. The number 
of bits of accuracy in the result, then, roughly doubles after every 
iteration. While this is only an approximation of the actual error 
produced, it is a handy rule-of-thumb for determining the number 
of iterations needed to produce a result of a certain accuracy, 
given the accuracy of the seed. 


i 


Example 1: 
Find the reciprocal of 7.25. 
Solution: 
The seed value must fall in the range 
0 < Xo < 2/7.25 
or 0< x9 < .275862. 
Suppose xg is chosen to be .1 


Iteration 1: x4 = x9 (2—B*xo) 
1(2—(7.25) (.1)) 
= 1275 


ee 


i 
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Iteration 2: xo = x4 (2—B*xy) 
.1275(2—(7.25) (.1275)) 
= .1371421875 

Xo(2— Bex) 
-1371421875« 

(2—(7.25) (.1371421875)) 
= .1379265230 


The actual value of 1/7.25, to ten decimal places, is 
-1379310345. 


The error after each iteration is: 


ott 


Iteration 3: x3 


iil 


Error to Ten Places 


Iteration Xj 
at —0.0379310345 
1275 —0.0104310345 








—0.0007888470 
—0,.0000045115 


1371421875 
-1379265230 








Example 2: 





Find the reciprocal of —.3. 
Solution: 
The seed value must fall in the range 
2/(—.3) < x9 < 0 

or -6.66<x9 <0. 
Suppose xo is chosen to be —2.0. 
Iteration 1: x4 = x9(2—B*xo) 
—2.0(2—(—.3) (—2.0)) 
-28 
X14 (2—Brx1) 
—2,8(2—(—.3) (—2.8)) 
—3.248 
X2(2— Bexa) 
—3.248(2—(—.3) (—3.248)) 
—3.3311488 
x3(2— Bx) 
—3.3311488« 
(2—(—.3) (—3.3311488)) 
—3.333331902 


The actual value of 1/(—.3), to ten decimal places, is 
—3.333333333. 


The error after each iteration is: 


oll 


Iteration 2: xo 


oul 


Iteration 3: x3 


Il 


Iteration 4: x4 


Error to Ten Places 
1.333333333 


i Xj 









-2.0 











—2.8 0.533333333 
—3.248 0.085333333 
—3.3311488 0.002184533 








—3.333331902 0.000001431 





In order to implement the Newton-Raphson method on the ° 
Am29325, some means is needed to generate the seed used 
in the first iteration. One approach is to place a hardware 
seed look-up table between the R bus and the Am29325; see 
Table c1. A more detailed diagram of the look-up table appears 
in Figure c2. 
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TABLE c1. CONTENTS OF THE SEED EXPONENT PROM 


ee 
Address (16) Data (16) Address (16) Data (16) 
000 FD 


(Note 1) 
001 (Note 1) 














(Note 2) 
(Note 2) 
(Note 2) 


Notes: 1. The reciprocals of these numbers are too large to be represented in DEC 
format. 
2. The reciprocals of these numbers are too small to be represented in 
normalized IEEE format. 









Figure c1. Adding a Hardware Look-Up Table to the Am29325 








R BUS 


S BUS 





HARDWARE 
LOOK-UP 
TABLE 


05621A-20 









33 


The look-up table has two sections: a biased exponent look-up 
PROM and a fraction look-up PROM. The seed biased exponent 
look-up table is stored in a 512-by-8-bit PROM. This table con- 
sists of two sections — the DEC format section, which occupies 
addresses 000-OFF 16, and the IEEE section, which occupies 
addresses 100—1FF4g. The appropriate table will be selected 
automatically if address line Ag is wired to the Am29325's IEEE/ 
DEC pin. The equations implemented by these table sections are: 


DEC table: seed biased exponent 
= 25719 —input biased exponent 
IEEE table: seed biased exponent 
= 25310 —input biased exponent 
Table c1 lists the contents of this PROM. 


The seed fraction look-up table is stored in one or more PROMs, 
the number of PROMs depending on the desired accuracy of the 
seed value. The hardware depicted in Figure c2 uses two 4K- 
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inputs are the 12 MSBs of the input argument's fraction. These 
PROMs output the 16 MSBs of the seed’s fraction field — the 
remaining 7 bits of fraction are set to 0. The equation im- 
plemented in this table is: 


seed fraction = a -1, 
1 + input fraction 


where the value of the input fraction falls in the range 
0 = input fraction < 1. 


Note that the seed fraction must also be constrained to fall in 
the range 

0 < seed fraction < 1. 
Therefore, if the input fraction is 0, the corresponding seed frac- 
tion stored in the table must be .1111...1112, not 1.02. The same 


seed fraction look-up table may be used for both IEEE and DEC 
formats. Table c2 contains a partial listing for the seed fraction 


by-8-bit PROMs to implement a fraction look-up table whose _—‘!00k-up table shown in Figure c2. 


TABLE c2. CONTENTS OF THE SEED FRACTION PROMs 































































PROM Outputs (16) 
Address (16) | Value of Input Fraction (10) | Value of Seed Fraction (10) Ro2—Ri5| Ryq—R7 

000 0.0 0.9999999999 (see text) 
001 0.000244 1406 0.9995118370 
002 0.0004882812 0.9990239150 
003 0.0007324219 0.9985362280 
004 0.0009765625 0.9980487790 FF 80 
005 0.0012207031 0.9975615710 FF 60 
006 0.0014648438 0.9970745970 FF 40 
007 0.0017089844 0.9965878630 FF 20 
008 0.0019531250 0.9961013650 FF 00 
009 0.0021972656 0.9956151030 FE E1 
O0A 0.0024414063 0.9951290800 FE co 
00B 0.0026855469 0.9946432920 FE Al 
o0c 0.0029296875 0.9941577400 FE 81 
FF6 0.9975585938 0.0012221950 00 50 
FF7 0.9978027344 0.00109984 10 00 48 
FFB 0.9980486750 0.0009775170 00 40 
FFQ 0.9982910156 0.0008552230 00 38 
FFA 0.9985351563 0.0007329590 00 30 
FFB 0.9987792969 0.0006107240 00 28 
FFC 0.9990234375 0.0004885200 00 20 
FFD 0.9992675781 0.0003663450 00 18 

0.9995117188 0.0002442000 

0.9997558594 0.0001220850 





Figure c2. The Hardware Lookup-Up Table 
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BIASED 
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(R39 R23) 
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OF FRACTION 
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SEED EXPONENT PROM 
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SEED FRACTION PROMs 


SEED SIGN SEED EXPONENT 05621A-21 
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With the hardware look-up table in place, the reciprocal of value B 
can be calculated with the following series of operations: 


1.) Place B on both the R and S buses. The 2 : 1 multiplexer at 
the output of the hardware look-up table should select the 
output of the look-up table. (see Figure c3-a) 


2.) Load the seed value xo into register R and load B into register 
S. Select the R TIMES S operation. (see Figure c3-b) 


3.) Load product B+xg into register F. Select the 2 MINUS S 
operation, and select register F as the input to the ALU S port. 
(see Figure c3-c) 


4.) Load 2—B+xg into register F. Select the R TIMES S operation 
and select register F as the input to the ALU S port. (see 
Figure c3-d) 

5.) Load the value x; (x;=Xo(2—B#*xXp)) into registers R and F. 
Select the R TIMES S operation. (see Figure c3-e) 


6.) Repeat steps 3 through 5 until the result has the accuracy 
desired. 


Figure c3-a. Data Flow for Step 1 of the Reciprocal Procedure 
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Figure c3-b. Data Flow for Step 2 of the Reciprocal Procedure 
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Figure c3-c. Data Flow for Step 3 of the Reciprocal Procedure 
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Figure c3-d. Data Flow for Step 4 of the Reciprocal Procedure 
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REGISTER R 
[X%1 1 = Xo (2-B+Xo)] 


Xy (Xr = Xo (2-B#Xo)) 


REGISTER F 
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Figure c3-e. Data Flow for Step 5 of the Reciprocal Procedure 
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[8] 


REGISTER R 
[X1 (Xr = Xo (2~B+Xo))] 


REGISTER F 
[Xt (Xs = Xo (2-BrXo))] 


| 
| 
| 
| 
| 
| 
| 
| 
| 
| 
| 
| 
| 
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A tabular description of the operations above is given in Table c3. 
The following examples, performed in IEEE format, illustrate the 


process. 
Example 1: 
Find the reciprocal of 25.3. 


Solution: The IEEE floating-point representation for 25.3 is 
41CA66661g. The reciprocal process is begun by 






Clock 


Cycle Io-lo 





feeding this value to both the seed look-up table and 


F 


port S. The look-up table produces the value 
.0395278949 (3D21E800146). The reciprocal is 
evaluated using the procedure described above; reg- 
ister values for each step are given in Table c4. The 
expected result, to the precision of the floating-point 
word, is .0395256949 (3D21E5B1 46). In this case the 
expected result is produced after the first iteration. All 
subsequent iterations produce the same result, and 
are therefore unnecessary. 


Register R 


TABLE c3. SEQUENCE OF EVENTS FOR EVALUATING RECIPROCALS 


Register S 


Am29325 
| 


Register F 









































| RTIMES S 





X = DON'T CARE 











Xo(= X4(2-BeX,)) 


N 
1 Y x = 
2 | RTIMEsS 0 Z 
3 2 MINUS S 0 BsXp 
4 R TIMES S 0 | ie 2—BsXo een 
5 | RTIMESS 0 Xq(= Xp(2—B+Xo)) 
6 2 MINUS S 0 BrXy 
7 R TIMES S i) 2—BeXy sci 
8 0 















Clock 
Cycle R Input 
1 3D21E800 


Xo(= X4(2—B*X,)) 





TABLE c4. INPUT BUS AND REGISTER VALUES FOR EXAMPLE 1 


S Input 


41CAG6E6 46 
(25.3) 


Register R 


Register S 


Register F 


— 

















|:eeneerey) 








3D21E80016 
(.03952789) 





41CAG666 45 
(25.3) 































—- Result of first 
iteration 



















| 3D21E80046 41CA6666 16 3F8001D346 | 
(03952789) (25.3) (1.0000556) 
3D21E8004¢ 41CA6666 16 3F7FFC5Ag 
(.03952789) (25.3) (.99984419) 
3D21E5B11¢ 41CAG6E66616, 3D21E5B146 
(.03952569) (25.3) (03952569) 
3D21E5B1 46 41CA6666 46, SF7FFFFFig 
(03952569) (25.3) (.99999994) 
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3D21E5B1 16 41CAGEE6 46 3F80000016 
(.03952569) (25.3) (1.0) 
3D21E5B1 46 41CAG6664g 3D21E5B1 46 
(.03952569) (25.3) (.03952569) 






~=- Result of second 
iteration 
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Example 2: 
Find the reciprocal of —.4725. 


Solution: The IEEE floating-point representation for —.4725 is 
BEF1EB851. The reciprocal process is begun by 


feeding this value to both the seed look-up table and 
port S. The look-up table produces the value 
—2.1162109449 (C00770001¢). The reciprocal is 


evaluated using the procedure described above; reg- 
ister values for each step are given in Table c5. The 
expected result, to the precision of the floating-point 
word, is —2.11640219 (CO07732246). In this case the 
expected result is produced after the first iteration. All 
subsequent iterations produce the same result, and 
are therefore unnecessary. 


TABLE c5. INPUT BUS AND REGISTER VALUES FOR EXAMPLE 2 


Clock 
Cycle R Input 


C007700016 
(-2.1162109) 














S Input 


BEF1EB8546 
(-0.4725) 


Register R 


Register S 





Register F 
































































































2 7 = C00770004g BEF1EB851g 
(-2.1162109) | (0.4725) 
3 = 007700046 BEF1EB854¢ 3F7FFAI446 
(-2.1162109) | (0.4725) (0.99990963) 
4 = 007700046 BEF1EB854¢ 3F8002F6 16 
(-2.1162109) | (-0.4725) (1.000904) 
5 x C007732245 BEF1EB851¢ C007732246 ge 
(—2.116402) (-0.4725) (-2.116402) Reni, first 
6 z 007732216 BEF1EB8516 3F80000046 
(~2.116402) (0.4725) (1.0) 
a 007732246 BEF1EB851¢ 3F8000004¢ 
(2.116402) (0.4725) (1.0) 





















C007732246 
(-2.116402) 
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BEF1EB8541¢ 
(-0.4725) 












C007732246 


(—2.116402) —- Result of second 


iteration 











APPENDIX D: 


Summary of Flag Operation 


Tables d1, d2, and d3 summarize flag operation for the IEEE 
mode, the DEC mode, and for the IEEE-TO-DEC and DEC-TO- 


IEEE operations. 


Operation 


Any operation 


listed in the 


R PLUS S 

R MINUS S 
R TIMES S 
2 MINUS S 


JEEE Invalid 
Operations Table 


TABLE di. FLAG SUMMARY FOR IEEE MODE 


INV OVF UNF 
H L L 


Condition(s) 
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INE ZER NAN 








Input operands are finite, L H L 
|rounded result| > 2128 





R PLUS S 
R MINUS S 
R TIMES S 








0 < |rounded result] < 2-126 L L H 












R PLUS S 
R MINUS S 
R TIMES S 
2 MINUS S 
INT-TO-FP 
FP-TO-INT 


R PLUS S 
R MINUS S 
R TIMES S 
2 MINUS S 
INT-TO-FP 
FP-TO-INT 


R PLUS S 

R MINUS S 
R TIMES S 
2 MINUS S 
FP-TO-INT 








Notes: INV 
OVF 
UNF 
INE 
ZER 
NAN 
L 
H 


* 


iououo bt uot tea 





Final result does not equal L * * 
infinitely precise result 














Final result is zero L L * 








Final result is a NAN * L L 


Invalid operation flag 
Overflow flag 
Underflow flag 
Inexact flag 

Zero flag 

NAN flag 

LOW 

HIGH 

State of flag 
depends on the 
input operands 
and the operation 
performed 
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TABLE d2. FLAG SUMMARY FOR DEC MODE 


Operation Condition(s) INV OVF UNF INE ZER NAN 









Rounded result > 231-1 
or rounded result < —231 





FP-TO-INT 















FP-TO-INT Input is a DEC reserved 


operand 
















R PLUS S 
R MINUS S 
R TIMES S 
2 MINUS S 


R PLUS S 
R MINUS S 
R TIMES S 


R PLUS S 
R MINUS S 
R TIMES S 
2 MINUS S 
INT-TO-FP 
FP-TO-INT 


R PLUS S 
R MINUS S 
R TIMES S 
2 MINUS S 
INT-TO-FP 
FP-TO-INT 


R PLUS S 
R MINUS S 
R TIMES S 
2 MINUS S 
FP-TO-INT 










|Rounded result| > 2127 























0 < |rounded result| < 2-128 




















Final result does not equal 
infinitely precise result 



















Final result is zero 



























Final result is a DEC 
reserved operand 























Notes: INV = Invalid operation flag H = HIGH 
OVF = Overflow flag x = State of flag 
UNF = Underflow flag depends on the 
INE = Inexact flag input operands 
ZER = Zero flag and the operation 
NAN = NAN flag performed 






L LOW 





TABLE d3. FLAG SUMMARY FOR IEEE-TO-DEC AND DEC-TO-IEEE CONVERSIONS 













Operation Condition(s) INV OVF UNF INE ZER NAN 
IEEE-TO-DEC Input is a NAN 

IEEE-TO-DEC |Input| = 2127 

DEC-TO-IEEE Input is a DEC reserved operand 
DEC-TO-IEEE 0 < |rounded result| < 2-126 
DEC-TO-IEEE Final result is zero 










































IEEE-TO-DEC 

Notes: INV © = Invalid operation flag = HIGH 
OVF = Overflow flag * = State of flag 
UNF = Underflow flag depends on the 
INE = Inexact flag input operands 
ZER = Zero flag and the operation 
NAN = NAN flag performed 
L .- = LOW 





43 


ABSOLUTE MAXIMUM RATINGS 


Storage Temperature ..............0ee eee —65 to +150°C 
Temperature Under Bias — To ............ —55 to + 125°C 
Supply Voltage to Ground Potential 

COntinuOus: 4.7.32 ..t Baer ales es Cie —0.5 to +7.0V 
DC Voltage Applied to Outputs 

sfor High State ..............0 0. eee ee —0.5V to +Vcc Max 
DC Input Voltage ........... 0. eee e eee ee —0.5 to +5.5V 
DC Output Current, into Outputs ..................65 30mA 
DC Input Current .............. 00. eee eee —30 to +5.0mA 


Stresses above those listed under ABSOLUTE MAXIMUM RATINGS 
may cause permanent device failure. Functionality at or above these 
limits is not implied. Exposure to absolute maximum ratings for ex- 
tended periods may affect device reliability. 


Am29325 
OPERATING RANGES 


Commercial (C) Devices 


Temperature (Ta) ..... 0... cece eee ee 0 to +70°C 
Supply Voltage ......... 0... cece eee +4.75 to +5.25V 
Air Velocity ................08. 200 linear feet per minute 


Operating ranges define those limits over which the functionality of the 
device is guaranteed. 


OPERATING RESTRICTIONS 


The Am29325 is temporarily restricted to the feedthrough 
mode only (FTo9, FT, = HIGH). Parts designated and marked 
Am29325GC/15 are not tested or guaranteed in the clocked 
(FTo and FT; LOW separately or together) mode. 


Contact your local AMD sales representative for further 
information. 


DC CHARACTERISTICS OVER OPERATING RANGE unless otherwise specified 


Am29325/15 


Test Conditions Typ 


Parameter Description 


Voc = Min 
Output HIGH Voltage Vin = Vir or Vin 
loH = —1.0mMA 





Voc = Min 
Output LOW Voltage Vin = Vir oF Vin 
lo = 4.0mA 


Guaranteed Input Logical 
Input HIGH Level HIGH Voltage for All Inputs 


(Note 1) Min (Note 2) Max Units 





Voc = Min 
Input Clamp Voltage lin = —18mA 





VIH 

Guaranteed Input Logical 
Vin Input LOW. Tevel LOW Voltage for All Inputs 
vi 
lic Input LOW Current 


Input HIGH Current 


OTHERS 





CLK, 816/32, OE 
OTHERS 





Input HIGH Current 








Fo-F31 Off State (High 
Impedance) Output Current 


Output Short Circuit Current Voc = Max +0.5V 
(Note 3) Vo = 0.5V 


COML, Ta 


COM'L Only 


Power Supply Current Vcc = Max 
(Notes 4, 5) 


Vo = 2.4V 


Fo-F31 Outputs 








Flag Outputs 
= +25°C 
Ta = 0 to +70°C 








Ta = + 70°C 


. For conditions shown as Min or Max, use the appropriate value specified under Operating Ranges for the applicable device type. 


. Typical values are for Voc = +25°C ambient and maximum loading. 


. Measured with OE LOW, and with all output bits (Fo-F31 and flag outputs) LOW. 
. Worst-case Ico applies to cold start at lowest operating temperature. 


1 
2 
3. Not more than one output should be shorted at a time. Duration of the short circuit test should not exceed one second. 
4 
5. 
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SWITCHING CHARACTERISTICS COM'’L (Note 2) 
OVER OPERATING RANGE Ta = Oto +70°C 
Test Veco = +5V +5% 
Parameters Description Conditions Min Max Units 
1 tasc Clocked Add, Subtract Time (R PLUS S, ig 
R MINUS S, 2 MINUS S) 
Clocked Multiply Time (R TIMES S) ns 
Clocked Conversion Time (INT-TO-FP, ns 
FP-TO-INT, |EEE-TO-DEC, DEC-TO-IEEE) 
Unclocked Add, Subtract Time (R, S to F, 
Flags) for R PLUS S, R MINUS S, 150 ns 
and 2 MINUS S Instructions 
Unclocked Multiply Time (R, S to F, Flags) P| a = 
for R TIMES S Instruction 
Unclocked Conversion Time (R, S to F, 
6 tcuc Flags) for INT-TO-FP, FP-TO-INT, lEEE- 150 ns 
TO-DEC and DEC-TO-IEEE Instructions 
7 tPpWH Clock Pulse Width HIGH ns 
8 tpwL Clock Pulse Width LOW ns 
9 tPDOF1 Clock to Fo-F34 and Flag Outputs a 2 AIgh Zz dis 
tS tpez OE Disable Time pee = ne 
14, tpyz HIGH to Z ns 
15 tpzi16 Clock t to Fo-F45 Enable, Z to LOW $16/32 = HIGH” ———— ns 
16 tpzuie 16-Bit I/O Mode 2 to HIGH ONEBUS = "LOW his 
17 tpizi16 Clock | to Fo-F15 Disable, LOW to.Z er fs | 
18 tease 16-Bit /O Mode | RIGHtoZ Pe 
19 tpzLi6 Clock | to Fig-F31 Enable, | Z to LOW $16/32 = HIGH —s ns 
20 tpzuie 16-Bit /O Mode. . FZ 10 HIGH ONEBUS = LOW re 
21 tpizie —_| Clock t to Fig-Fay, Disable, | LOW toZ ns 
22 tpyzig | 1eBitvO Mode ~ HIGH to Z ns 
23 tsce Register Clock Enable Setup Time a 2 aa ns 
Register Clock Enable Hold Time a) 7 oe ns 
25 tsp1 Ro-R31, So-S31 Setup Time (Note 1) FT) = LOW ee 
Ro-Ra31, So-S31 Hold Time (Note 1) ns 
tsp2 Ro-R31, So-S31 Setup Time (Note 1) FTg = HIGH -—— ns 
28 too _| Ro-R31, So-S31 Hold Time (Note 1) PTs: = LOW ns 
29 tsio2 lo-l2 Instruction Select Setup Time FT for Destination ns 
30 tHi02 !g-lo Instruction Select Hold Time Register = LOW ns 
31 tpplo2 lo-l2 Instruction Select to Fo-F31, Flags FT;=HIGH | | 145 | ns | 
32 tsi3 Ig Port S Input Select Setup Time FT, = LOW 
33 tHis lg Port S Input Select Hold Time 
34 tsi4 l4 Register R Input Select Setup Time (Note 1) FTg = LOW 
35 tHi4 l4 Register R Input Select Hold Time (Note 1) 
36 tsRM Round Mode Select Setup Time FT for Destination ns 


























37 tHRM Round Mode Select Hold Time Register = LOW ns 
38 =tpRF Round Mode Select to Fo-F34, Flags FT, = HIGH 40 


Notes: 1. See timing diagram for desired mode of operation to determine clock edge to which these setup and hold times apply. 


2. At air velocity of 200 linear feet per minute. 
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CLOCKED OPERATION: FTg = LOW 
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CLOCKED OPERATION: FT = HIGH 
FT; = LOW 
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16-BIT, TWO-INPUT-BUS MODE 
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Note 1. Iq has special setup and hold time requirements in this mode. All other control signals have timing requirements as shown in the diagram 
“Clocked operation, FT) = LOW, FT; = LOW.” 
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SWITCHING TEST CIRCUIT 













A. THREE-STATE OUTPUTS B. NORMAL OUTPUTS 
Vec 
S2 Vec 
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Notes: 1. C, = 50pF includes scope probe, wiring and stray capacitances without device in test fixture. 
2. S41, S2, Sg are closed during function tests and all AC tests except output enable tests. 
3. S4 and Sg are closed while So is open for tpzy test. 
S, and Sp are closed while S3 is open for tpz,_ test. 
. C_ = 5.0pF for output disable tests. 
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SET-UP, HOLD, AND RELEASE TIMES PROPAGATION DELAY 
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, Notes: 1. Diagram shown for HIGH data only. Output 
transition may be opposite sense. 
2. Cross hatched area is don’t care condition. 













OUTPUT ENABLE/DISABLE TIMING 
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OUTPUT ENABLE/DISABLE TIMING 


THREE-STATE 
OUTPUT 


DRIVEN INPUT 


ICRO0530 


CLK, 16/32, OE 
R= 8K2. 
ALL OTHER INPUTS 
= 16KQ. 


C; = 5.0pF, all inputs 


The Am29325 operates in an environment of fast signal rise 
times, and substantial switching currents. While the part has 
been designed to minimize both noise generation and sensitiv- 
ity, care must be exercised in circuit board design and layout, 
just as in any other high performance system. Since systems 
vary widely in electrical configuration, AMD cannot be respon- 
sible for specific layout suggestions, and an empirical evaluation 
of the intended layout is recommended. 


The TTL Vcc/Gnd pins tend to generate noise since the exter 
nal switching currents are sourced by these pins. The ECL 
Voc/Gnd pins tend not to produce noise, but may be influenced 
by fast spikes. For this reason, it is best to provide isolation and 
independent decoupling between these pins. 


1) A multilayer PC board with separate Voc, Gnd, and signal 
planes is recommended. It is not necessary to provide distinct 


NORMAL 
OUTPUT 


1CRO0520 


Co = 5.0pF, all outputs 


Note: Actual current flow direction shown. 


planes for ECL and TTL pins, but physically separate tie-points 
are suggested. 

2) TTL Vcc may be isolated by means of an isolation cut in the 
Voc plane (see fig 18). TTL Gnd may be brought out via a 
signal-plane path, where it may be decoupled with TTL Vcc, 
and tied thru to the Gnd plane (see fig 19). 

3) ECL Gnd pins may be tied directly to the ground plane (see 
fig 20). ECL Vcc should be brought out via a signal-plane path, 
to the opposite side of the device from the TTL Vcc lead. Here it 
should be decoupled to Gnd, and tied thru to the Vcc plane (see 
fig 21). 

4) Decoupling should be by means of a 1.0 uf electrolytic, or 
larger, and a high frequency ceramic 0.1 uf. 

5) An under-package decoupling capacitor may be used to 
provide low inductance decoupling local to the device. It is sug- 
gested that this device be used to decouple the ECL Vcc, and 
that TTL Vcc be physically isolated as in 2) above. 





SUGGESTED PRINTED CIRCUIT BOARD LAYOUT 


Fig 18. TTL Vcc Connections 
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Fig 20. ECL GND Connections 


Bottom View 
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Fig 19. TTL GND Connections 
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Fig 21. ECL Vcc Connections 
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SUGGESTED PRINTED CIRCUIT BOARD LAYOUT 


Bottom View 
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TTL GND 





Note: 1. D4 (alignment pin) is not connected internally—may be wired to TTL ground or left unconnected. 
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Am29325 
THERMAL CHARACTERISTICS 
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THERMAL RESISTANCE (°C/W) 
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AVERAGE THERMAL RESISTANCE (OJA) 
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PHYSICAL DIMENSIONS 
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The International Standard of 
Quality guarantees a 005% AQL on all 
electrical parameters, AC and DC, 
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